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MINNEAPOLIS-ST PAUL INTL/WOLD-CHAMBERLAIN (MSP)
Al RPORT DlAG RAM AL-264 (FAA) MINNEAPOLIS, MINNESOTA
D-ATIS ARR 135 35 239.275 ‘ FIELD
DEP 120.8 ) . . . . ELEV
MINNEAPOLIS TOWER RWYS 82,328'0] gl/'B3/(\)/5'/-}2R 30L,17-35 842
123.95 273.55 (Rwy 121-30R) | 5100, D-200, 2D-400, 2D/2D2-850
126.7 273.55 (Rwys 12R-30L, 04-22) i ! ! 20/
123.675 273.55 (Rwy 17-35) ASDE-X in use. Operate transponders
GND CON J _| with altitude reporting mode and ADS-B
N 121.8 348.6 (if equipped) enabled on all airport surfaces.
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CAUTION: BE ALERT TO RUNWAY CROSSING CLEARANCES. |
READBACK OF ALL RUNWAY HOLDING INSTRUCTIONS IS REQUIRED.
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AIRPORT DIAGRAM MINNEAPOLIS, MINNESOTA
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MINNEAPOLIS-ST PAUL INTL/WOLD-CHAMBERLAIN (MSP)
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